
Voltaje 220 - 240 V 

Frecuencia 50 / 60 Hz 

Aislamiento eléctrico Clase II 
I Dimensiones 160 x 220 x 77 mm 

Peso 0,8 Kg 

Velocidad del aire 60 Km/h 

Potencia Total 200 - 1.800 W 

Consumo 0,9 - 7 A 

rpm  9.000 -18.000 min 

Temperatura aire                            63 °C 

Índice de protección                                                  IP20 

Nivel sonoro (a 2 m)    65 dBA 
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Dimensiones    185 x 165 x 95 mm 

Peso    0,75 Kg 

Capacidad                1.250 ml 

Cantidad dispensada/pulsación             0,7 ml 
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                         TOILET PAPER DISPENSERS 

STANDARD 2 paper rolls 
 

 

General Description                                                                                                                         

                                                 

 Toilet paper dispenser for two standard rolls, surface 
mounted. 
 

 Suitable design for easy integration in the washroom 
and compatible with the line of washroom 
accessories Mediclinics®. 

 

 Manual dispensing.  
 

 One-piece body. 
 

 Suitable for high traffic facilities and for public use. 
 

 High strength, durability and anti vandalism model. 
 

Components & materials 
 

 PR2784: steel, white Epoxy finish.  
 

 PR2784C: stainless steel AISI 304, bright finish. 
 

 PR2784CS: stainless steel AISI 304, satin finish. 
 

 One-piece body, 0.8 mm thick with burr-free edges. 
 

 One-piece lid, 0.8 mm thick, weld-free, fixed to the 
body by means of two rivets that allows swinging 
down of the lid for the replenishment.  

 

 Back-plate 0.8 mm thick with slots for easy 

installation.  
 

 Two slots in both sides that indicates the content 
level.  

 

 Plastic holder for spare roll can be regulated in two 

different positions, depending on the size of the paper 

roll and allowing free movement of the roll in use. The 

toilet paper descends when the previous one has 

been finished by simply putting the hand through the 

side slot. 
 

 Lock with standard Mediclinics® key. 
 

 

      Technical Specifications 

 
 
       Dimensions 

 
 
 
 

 
 
    
 
 
          

                         

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Dimensions 296 x 120x 152mm 

Paper roll capacity Max. Ø 130 mm 

Thickness of body and lid   0,8 mm 

Weight (empty)  1,1 kg 

Toilet roll width  Max. 110 mm 

Toilet paper roll capacity 2 

 

MOUNTING TEMPLATE                                                                                                             
 

 

65-75 cm at lower point // 70 cm at lower point (for handicapped people). 

 

 

 

 Mediclinics, S.A., reserves the right to make changes and/or modifications to the products and their specifications without prior notice 
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                     PR2784                                                 PR2784C                                             PR2784 CS            
            White epoxy finish                                     Bright finish                                          Satin finish  

                                    
                                         

 

               
 

Dimensions  ±4% 


